
SE92.6280-INST

FLEETWOOD  GROUP,  INC.   FURNITURE  DIVISION
11832  JAMES  ST.,  HOLLAND  MI   P.O.  BOX  1259  49422-1259
PHONE  (616)  396 - 1142  FAX  (616)  396 - 8022 11

PAGE
OF

NO.DESCRIPTION
FLIP & NEST TABLES

1. ASSEMBLY NOTE:  LEGS WITH SET SCREWS MUST FACE TOWARD HINGE SIDE AND
TOP MUST HAVE BUMPERS ON SAME SIDE OF SET SCREWS.

2. ATTACH LOWER LH & RH LEG ASSEMBLIES TO TABLE TOP FRAME WITH 5/16-18 X 3/4 BOLTS AS
 SHOWN.

3. LOOSEN (4) SET SCREWS TO ADJUST TABLE TO HEIGHT REQUIRED. RETIGHTEN.

SET SCREWS
(4 REQ'D)

HINGE SIDE

TOP BUMPERS
(2 REQ'D)

5/16-18 X 3/4 BOLTS
(6 REQ'D)

LOWER LEG ASSEMBLIES
(1 LH & RH REQ'D)

TABLE TOP FRAME ASSEMBLY
(1 REQ'D)

DETAIL A
ADJUSTMENT

DOWN

4. LATCH ASSEMBLY IS FACTORY ADJUSTED BEFORE SHIPMENT BUT MAY REQUIRE ADJUSTMENT
 IF TOP TEETERS UP AND DOWN. IF THIS OCCURS FLIP TOP OPEN AND USE AN ADJUSTABLE WRENCH
TO APPLY FORCE TO THE LATCH TAB AS SHOWN IN (DETAIL A) IN THE DOWNWARD DIRECTION.
 (MOVEMENT OF TAB WILL BE VERY SLIGHT).
 CLOSE TOP AND CHECK LATCH TO MAKE SURE IT STILL FULLY ENGAGES TAB.




